Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
3/19/21 3/12/21 | Difference | 3/20/20 Change 3/22/19 Change 3/19/21 3/20/20 Change
Refiner Inputs and Utilization
Crude Oil Inputs 14,389 13,433 957 15,838 -9.1 15,831 -9.1 12,509 15,764 -20.6
East Coast (PADD 1) 694 676 18 663 4.6 943 -26.4 638 668 -4.5
Midwest (PADD 2) ... 3,599 3,571 28 3,635 -1.0 3,657 1.2 3,365 3,610 -6.8
Gulf Coast (PADD 3) ... 7,460 6,706 754 8,653 -13.8 8,354 -10.7 5,978 8,532 -29.9
Rocky Mountain (PADD 4) . 568 560 8 554 24 602 -5.7 571 589 -3.1
West Coast (PADD 5) . 2,069 1,920 149 2,332 -11.3 2,375 -12.9 1,958 2,365 -17.2
Gross Inputs ............... 15,011 13,989 1,022 16,417 -8.6 16,114 -6.8 12,999 16,314 -20.3
East Coast (PADD 1) 697 679 18 710 -1.8 955 -27.0 660 704 -6.3
Midwest (PADD 2) ... 3,642 3,580 62 3,654 -0.3 3,560 2.3 3,384 3,629 -6.7
Gulf Coast (PADD 3) ... 7,859 7,039 820 8,982 -12.5 8,492 -7.5 6,254 8,897 -29.7
Rocky Mountain (PADD 4) . 569 561 8 555 25 601 -5.2 571 589 -3.2
West Coast (PADD 5) . 2,243 2,130 113 2,515 -10.8 2,507 -10.5 2,130 2,494 -14.6
Operable Capacity 18,386 18,386 0 18,808 -2.2 18,604 -1.2 18,387 18,808 -2.2
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,147 0.7 4,094 2.0 4,177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) .... 650 650 0 687 -5.3 683 -4.8 651 687 -5.2
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? .... 81.6 76.1 5.6 87.3 —-— 86.6 - 70.7 86.7 -—
East Coast (PADD 1) 78.4 76.3 21 58.0 —-— 78.0 - 74.2 57.5 —-=
Midwest (PADD 2) 87.2 85.7 1.5 88.1 -— 87.0 -— 81.0 87.5 -—
Gulf Coast (PADD 3) 78.9 70.7 8.2 91.0 -= 87.0 -— 62.8 90.1 -=
Rocky Mountain (PADD 4) . 87.6 86.3 1.3 80.9 —-— 88.0 - 87.7 85.8 -—
West Coast (PADD 5) 82.7 78.5 4.2 87.5 —— 88.3 —— 78.5 86.7 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 8,577 8,877 -300 8,958 -4.3 9,657 -11.2 8,690 9,661 -10.1
Finished Motor Gasoline (excl. Adiustment)4 8,915 9,124 -209 9,493 -6.1 10,058 -11.4 8,785 9,755 -9.9
East Coast (PADD 1) . 2,946 2,949 -3 3,066 -3.9 3,291 -10.5 2,911 3,179 -8.5
Midwest (PADD 2) ..... 2,301 2,326 -25 2,376 -3.2 2,510 -8.3 2,282 2,450 -6.9
Gulf Coast (PADD 3) .. 1,971 2,137 -166 2,261 -12.8 2,373 -16.9 1,902 2,273 -16.3
Rocky Mountain (PADD 4) ... 294 302 -8 330 -11.1 314 -6.4 300 326 -7.8
West Coast (PADD 5) ... 1,403 1,410 -7 1,461 -4.0 1,571 -10.7 1,390 1,527 -8.9
Reformulated? ... 2,756 2,798 -42 2,901 -5.0 3,223 -14.5 2,753 3,100 -11.2
Conventional* . 6,159 6,325 -167 6,592 -6.6 6,835 -9.9 6,032 6,654 -9.4
Adjustment® -338 -247 -91 -535 -— -401 -— -95 -93 —-—
Kerosene-Type Jet Fuel 1,037 989 48 1,457 -28.9 1,741 -40.4 933 1,583 -41.0
East Coast (PADD 1) .. 44 36 8 63 -30.3 88 -50.0 43 73 -41.2
Midwest (PADD 2) .. 179 212 -33 216 -17.2 277 -35.4 178 224 -20.3
Gulf Coast (PADD 3) ... 526 461 65 781 -32.7 862 -39.0 418 862 -51.5
Rocky Mountain (PADD 4) .... 29 33 -4 22 31.9 35 -16.0 30 26 18.9
West Coast (PADD 5) .... 258 247 11 374 -31.1 478 -46.0 264 399 -33.9
Distillate Fuel Oil ........... 4,601 4,228 372 4,838 -4.9 4,925 -6.6 3,858 4,719 -18.3
East Coast (PADD 1) .. 205 209 -4 199 3.2 304 -32.5 195 187 4.0
Midwest (PADD 2) 1,151 1,063 87 1,059 8.7 1,044 10.3 985 1,023 -3.7
Gulf Coast (PADD 3) ... 2,490 2,268 222 2,786 -10.6 2,784 -10.6 1,974 2,733 -27.8
Rocky Mountain (PADD 4) 187 179 8 173 7.8 191 -2.2 188 202 -7.2
West Coast (PADD 5) 568 509 59 621 -8.5 603 -5.7 516 574 -10.0
15 ppm sulfur and Under 4,450 4,003 447 4,544 -2.1 4,569 -2.6 3,676 4,448 -17.3
> 15 ppm to 500 ppm sulfur 127 176 -50 153 -17.4 134 -5.2 125 138 -9.6
> 500 ppm sulfur .... 24 49 -26 141 -83.2 223 -89.3 57 134 -57.5
Residual Fuel Oil 246 177 69 294 -16.5 289 -15.0 198 260 -23.8
East Coast (PADD 1) .. 44 41 3 28 60.1 42 5.8 36 19 89.5
Midwest (PADD 2) .. 31 26 6 27 14.7 37 -15.6 27 30 -10.0
Gulf Coast (PADD 3) ... 98 36 62 124 -21.3 116 -16.0 62 125 -50.6
Rocky Mountain (PADD 4) ... 10 10 0 10 -2.3 13 -24.9 9 11 -16.9
West Coast (PADD 5) .... 63 65 -2 105 -40.3 81 -22.5 63 74 -14.1
Propane/Propylene® ..... 2,308 2,236 72 2,084 10.7 2,006 15.0 2,093 2,098 -0.3
East Coast (PADD 1) .. 241 223 18 238 1.2 176 36.7 244 247 -1.5
Midwest (PADD 2) 541 521 20 473 14.5 456 18.6 503 474 6.0
Gulf Coast (PADD 3) ... 1,275 1,248 27 1,163 9.6 1,159 10.1 1,104 1,163 -5.1
PADDs 4 and 5 250 244 6 209 19.4 215 16.4 242 213 13.6
Ethanol Plant Production

Fuel Ethanol 922 971 -49 1,005 -8.2 975 -5.5 920 1,041 -11.6
East Coast (PADD 1) .. 12 12 0 25 -50.9 25 -51.4 12 21 -43.8
Midwest (PADD 2) 876 928 -52 934 -6.2 904 -3.2 877 972 -9.7
Gulf Coast (PADD 3) 14 11 3 19 -25.2 14 0.0 12 20 -40.0
Rocky Mountain (PADD 4) 10 10 0 14 -26.3 12 -17.8 10 14 -28.7
West Coast (PADD 5) 9 9 0 13 -29.4 19 -50.5 9 14 -33.9

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

V¥ = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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